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You can find the assembly video for this car 
turntable on YouTube: 
https://youtu.be/mP1qRmiQaIU 

or scan the QR code. 

ASSEMBLY 

You can find the product presentation 
video for this car turntabloe on YouTube: 
https://youtu.be/_f-v5Gl5oVk 
or scan the QR code. 

PRODUCT PRESENTATION 
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In the "Tips & Tricks" section, we show you simple solutions,   
in videos to make your TWIN BUSCH® products even more efficient  
to work. Our technical specialist will explain the exact steps to you.  

https://www.twinbusch.co.uk/Tips-Tricks:_:74.html 

 

TIPS & TRICKS 

24/7 Self-Service Center 

Our 24/7 Self-Service Center is a mobile website where you can access all 
the information about your TWIN BUSCH® product digitally at any time. 
 
There you will find all the operating manuals as well as an extensive 
collection of videos covering everything from Assembly and maintenance 
to the replacement of components in your TWIN BUSCH® product. 
 
Simply open the page via twinbusch.com/qr or scan the QR code shown 
opposite using your mobile device. 
 
For post lifts manufactured from mid-2020 onwards, you will also find 
the QR code on a sticker on the control box.. 

https://www.twinbusch.com/qr/
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1. General information 
The TWCTT-450R car turntable is ideal for presenting vehicles in demonstration areas. The turntable is also 
suitable for positioning vehicles in narrow driveways and confined spaces in car parks. 

The turntable can be installed above or below ground. It is driven by 4 electric motors. The rollers run smoothly 
and require little maintenance. The rotation speed can be infinitely adjusted from 0.2 - 2 revolutions per minute. 
Thanks to the hot-dip galvanised components, the turntable is weatherproof and can also be used outdoors with 
appropriate care, a water drain and increased maintenance intervals.  

 
Special features of the product: 

⋅ Top built quality with CE-certificate 
⋅ Manufactured according to ISO 9001 
⋅ Diameter 450 cm also for medium-sized vans 
⋅ Hot-dip galvanised construction 
⋅ Included - chequer plate panels as decking 
⋅ Control via control box and radio remote control 
⋅ 4 Powerful electric motors for forward and return flow 
⋅ 8 segments 
⋅ High-quality Schneider electronics 
⋅ Access ramps are hot-dip galvanised 

 
 
 

 

2. Identification of the operating instructions 
Operating instructions TWCTT-450R 
of TWIN BUSCH® GmbH,  
 Ampèrestraße 1,  
 D-64625 Bensheim 
 
 Telephone: +49 6251-70585-0 
 Fax  +49 6251-70585-29 
 Website: www.twinbusch.de 
 E-Mail:  info@twinbusch.de 
 
Status: -02, 21.07.2026 
 
File: TWCTT-450R_Car_Turntable_Manual_uk_02_20260721.pdf 
 
 
 
 

TWIN BUSCH® UK Ltd. 
9a Linnell Way 
Kettering NN16 8PS 
 
Phone:  +44 (0) 1536 522 960 
Internet: www.twinbusch.co.uk 
E-Mail:  info@twinbusch.co.uk 
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3. Technical data 
Power supply 400 V / 50 Hz 
Protection 16A (C/slow) 
Load capacity 3,000 kg 
Motor power 4 x 0.75 kW 
Diameter – turntable 4,500 mm 
Construction height 173 mm 
Noise level (above ground) <70 dB 
Noise level (underfloor) <72 dB 
Rotation angle 360° in both directions 
Operation Rotary switch / 2x remote control 
Net weight 1,479 kg 
Working environment Working temperature: -15°C to +40°C 

Relative humidity: 30 % to 85 % 
 

 

 

4. Modification of the product 
Improper use, as well as modifications, conversions and additions to the product and all its components that have 
not been agreed with the manufacturer, are not permitted. The manufacturer accepts no liability for improper 
installation, operation or overloading. Improper use will also invalidate the CE certification and the validity of the 
expert opinion. 
If you wish to make any changes, please contact your dealer or the expert staff at TWIN BUSCH® GmbH in 
advance. 
 
 
 

5. Indended use 
5.1 Indendes use 

The TWCTT-450R is an electrically powered vehicle turntable designed for the controlled rotation of motor 
vehicles about the vertical axis. It is intended solely for the positioning, alignment and turning of vehicles 
within the operating limits specified in the technical data. 
The machine is designed for above-ground or underfloor installation and must only be installed and operated 
in accordance with the manufacturer’s instructions. 
The machine must only be used within the technical limits and operating conditions described in this operating 
manual. 
 
Permissible operation and load limits 

- Maximum load capacity: The maximum load capacity stated on the type plate must not be exceeded. 
- Permissible load capacity: Only vehicles whose total weight, including load, does not exceed the 

permissible load capacity may be driven onto the turntable. 
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- Load distribution: The vehicle must be positioned on the turntable in such a way that its centre of 
gravity lies within the load-bearing area specified by the manufacturer. The permissible limits for 
eccentricity and load distribution must be observed. 

- Vehicle types: The turntable is intended exclusively for the vehicle types, vehicle weights and vehicle 
dimensions specified in the technical data. 

- Rotational movement: The rotational movement must be carried out exclusively using the designated 
control devices and within the operating parameters specified by the manufacturer. 
 
 
 

Operating conditions and environment 

- Authorised operators: The machine may only be operated by persons who are 18 years of age or over, 
who have received training in its operation and the safety regulations, and who have been authorised 
by the operator to use it. 

- Place of use: The automatic turntable is intended for use in enclosed or covered areas and – provided 
expressly approved by the manufacturer – outdoors. The permissible ambient temperature is between  
-15 °C and +40 °C, unless otherwise specified in the technical data. 

- Installation conditions: The turntable must only be installed and operated in accordance with the 
manufacturer’s instructions on a sufficiently load-bearing and suitable surface or foundation. 

- Environmental conditions: Operation in potentially explosive atmospheres (ATEX zones), in corrosive 
atmospheres or under other exceptional environmental conditions is not permitted unless expressly 
authorised by the manufacturer. 

- Danger zone: Rotation operations must only be carried out when there are no people, animals or 
objects within the turntable’s danger zone. 
 
 

Reasonably foreseeable misuse 

The uses listed below are considered to be reasonably foreseeable misuse and are not permitted: 
⋅ Exceeding the permissible load capacity. 
⋅ Incorrect positioning of the vehicle outside the designated load-bearing area. 
⋅ Persons remaining on the turntable whilst it is rotating, unless this is expressly permitted by the 

manufacturer. 
⋅ Entering the crushing, shearing or entrapment zone whilst the turntable is rotating. 
⋅ Operating the machine when there is visible damage or a malfunction. 
⋅ Tampering with, bypassing or deactivating safety devices. 
⋅ Use outside the specified environmental conditions. 
⋅ Rotating vehicles with inadequately secured loads or unstable load distribution. 
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5.2 Improper use 

Any use that deviates from the intended use described in Section 5 is considered unauthorised. 
In particular, the following uses are prohibited: 

- Passenger transport: Carrying or transporting people using the turntable. 
- Use as a work platform: Use of the turntable as a work, assembly, maintenance or lifting platform. 
- Misuse as a conveyor system: Use for transporting, conveying or moving goods, machinery, pallets, 

containers or other loads, unless this is expressly provided for. 
- Overloading: Operation with vehicles or loads exceeding the permissible load capacity or outside the 

permissible load centre limits. 
- Additional dynamic loads: Effects caused by impact loads, abrupt braking, dragging, pulling or other 

forces that exceed the intended use. 
- Operation with the system open or unsecured: Use of the turntable whilst maintenance access points 

are open, covers have been removed or safety devices have been taken out of service. 
- Operation in a damaged condition: Use in the presence of visible damage, unusual noises, or damaged 

rollers, bearings, drive components, control devices or safety devices. 
- Unauthorised modifications: Alterations, technical modifications or the use of non-approved spare parts 

and accessories without the manufacturer’s express consent. 
- Presence in the danger zone: Entering areas where there is a risk of crushing, shearing, entanglement or 

being caught in gaps whilst the turntable is rotating or the system is in operation. 
- Operation in potentially explosive atmospheres: Use in areas containing flammable gases, vapours or 

dusts, unless the machine is expressly approved for such use. 
 

Compliance with the intended use is a prerequisite for the safe operation of the machine and for the 
maintenance of warranty and liability claims. 
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6. Safety-related information 
Read the operating instructions carefully before putting the turntable into operation. Keep the instructions for 
future reference. Follow the instructions carefully to achieve the best performance from the machine and to 
avoid damage caused by personal negligence. 

Thoroughly check all connections and components for damage. The turntable may only be put into operation if it 
is in a safe operating condition. 
 

6.1 Safety instructions 

⋅ Install the turntable on a level surface. 
⋅ Read and understand the safety instructions before operating the product. 
⋅ Keep hands and feet away from moving parts. Pay particular attention to the risk of crushing during the 

rotating movement. 
⋅ The turntable may only be operated by trained personnel. 
⋅ Unauthorised persons are not permitted in the vicinity of the turntable. 
⋅ The area around the turntable should always be kept free of obstructions. 
⋅ Always ensure that all safety precautions have been taken before operating the turntable. 
⋅ Under no circumstances move the vehicle onto or off the turntable while it is in motion. 
⋅ Always check the mobility of the turntable to ensure its performance. Ensure regular maintenance. If any 

irregularities occur, stop operation immediately and contact your dealer. 
⋅ Switch off the power supply completely when not in use. 
⋅ Protect live components from moisture. 
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CAUTION! 
Electrical voltage! Protect 
live components from 
moisture. 

6.2 Warnings and symbols 

Please read the warning notices carefully and memorise their meaning for future operation. 
 

 
 

 

 

 

7. Technical specifications 

7.1 Compliance with the product 

The TWCTT-450R car turntable is CE-certified and complies with the Machinery Directive 2006/42/EC and 
fulfils the standards EN ISO 12100:2010 and EN 60204-1:2018 (see under: EU Declaration of Conformity, at 
the end of these instructions). 

 

 

 

 

Read the safety Instructions 
carefully before use! 

 
The turntable may only be 
operated by qualified 
personnel! 

    

 
Repairs and maintenance only 
by qualified personnel, never 
disable safety devices! 

 
Specialist staff only 
permitted in the vicinity of 
the turntable! 

    

 

Watch your feet! 
Danger of crushing! 

 
 
Do not move the vehicle 
while the turntable is in 
motion. 

    

 

Use only on  
level floor! 

 
 
Damaged turntable must 
not be put into operation! 

    

  
 
Switch off the power supply 
when the turntable is not in 
use. 



Manual car turntable TWCTT-450R 
 

 

Misprints, errors and changes excepted.    Page |7  
 

Cover plates 
(cladding) 

Carrier parts 
(with and 
without motor) 

Rail segment 

Steel strip  

7.2 Machine description 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Description Function 

Control unit Convenient control is provided by the easy-to-use control unit or a radio remote control. 

Rotation 
The TWCTT-450 is powered by 4 electric motors and offers particularly smooth rotation 
thanks to low-maintenance castors. 

Work surface The non-slip, ribbed work surface ensures that the vehicle is held securely on the turntable. 

Galvanisation 
The components of the turntable are hot-dip galvanised and thus optimally protected 
against corrosion. 
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7.3 Overview of the working area 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

8. Assembly of the auto turntable 

8.1 Before installation 

Required tools and equipment: 

⋅ Suitable lifting equipment (e.g. forklift truck) 
⋅ Hammer 
⋅ Allen key 
⋅ Adjustable spanner 
⋅ Crowbar 
⋅ Chalk or coloured pencils 
⋅ Screwdriver 
⋅ Adhesive tape (approx. 5 m) 
⋅ Needle-nose pliers 

 Illustration: Turntable dimensions, exterior 
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8.2 Completeness of all components 

Unpack all components of the post lift and check that all components are present using the packing list (see 
appendix: packing list). 

 

 

8.3  Assembly instructions  

1) Read and understand the operating instructions before you begin assembly. Ensure in advance that the 
car turntable can be installed on a load-bearing and level foundation (see Chapter 13.3 Foundation 
Requirements and Working Area). 
Note: If a new concrete floor is to be poured, it must be left to cure for at least 28 days before a lift may 
be installed. 
 

2) Placing the centre plate 

a) Determine the centre point at the installation site in order to position the centre plate.  
b) Lubricate the axle well and make sure that it is completely locked in place. 
c) Secure the centre plate to the floor with the heavy-duty anchors.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ensure that it is level. 

Base center plate 

Anchor bolts 
M16x160 
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3) Assembly of the track rails 

a) Lay out the rails roughly around the centre plate. Note: Use a support piece to determine the distance 
to the centre plate. 

b) Connect 1 # rail and steel band. The height of the rail is 45 mm. Secure the rail to the floor with bolts 
and ensure that it is level. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rail segment 

Steel strap 

Anchor bolts 
M16x160 

Hexagon screw M10x16 
Spring washer Ø10 
Washer Ø10 Anchor bolt 

M12x120 
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4) Adjusting the rails 

a) Connect the 1-6 # rails and the steel band counterclockwise. Straighten the rails by adjusting the 
bolts. Note: Each bolt point should be tightened securely. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Anchor bolts 
M12x120 
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5) Connect 1 # Carrier part without motor to the plate. 
Note: The numbers on the support parts should match the numbers on the central unit. 

 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Caution: Do not tighten the screws yet. You can use the support part to check that the rails are seated 
correctly. If there are any uneven areas, you should shim the rails.  

 

 
 

1 # Carrier part without motor 

16 M12x30 hexagon bolts 
16 M12 washers 
16 M12 spring washers 
16 M12 hex nuts 
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6) Connect 2 # Carrier part with motor. 

a) Connect the 2 # cross-section structure counterclockwise. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1 # Carrier part without motor 

2 # Carrier part with motor 

32 M14x100 hexagon bolts 
32 M14 washers 
32 M14 spring washers 
32 M14 hex nuts 
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7) Assembly of sub-structures, connection of connecting pieces, Adjusting the contact pressure 

a) Always screw the carrier parts (with and without motor) together alternately. 
b) Loosen the screw connection on the motor bracket and then adjust the contact pressure of the drive 

wheel to ensure sufficient contact between the drive wheel and the guide rail. 
c) Once the contact pressure has been adjusted, retighten the screw connection on the motor bracket. 
d) Test the turntable to ensure that everything is in order. Check that the motor wiring is secure and 

that the cable connections are not twisted or knotted. 
Note: The 220 V main power supply is connected to L/N, the output U/V/W to the central unit with the 
same line number. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

     
 

A#: Carrier plate without motor 

B#: Carrier plate with motor 
Central unit 

Control unit 

Adjusting the contact 
pressure 
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8) Installing the cover plates 

a) Install the cover plates. Note: Start with the cladding in the middle.  
b) Continue working with one edge plate on the right and one on the left. Note: These are aligned on 

the same axis and align the centre plate. 
 

Caution: Please note that the cover plates have different hole spacings to the plate edge.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

B#: Carrier plate with motor 

D#: Cover plate 1 

E#: Cover plate 2 

Base center plate 

M5x16 
Self-tapping 
drilling screw 
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9) Install the remaining panelling and connect the main power supply.  

a) Fit all cover plates.  
b) Connect the control unit to the mains power supply. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

D#: Cover plate 1 

E#: Cover plate 2 
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10) Electrical diagram 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

S/N Specification of the sensor 
1 Frequency (as for motor) 
2 Upper frequency limit (as for motor) 
3 Lower frequency limit 5 Hz 
4 Noise level: 12 
5 Overload current setting (as for motor) 
6 Acceleration time 5s 
7 Time to reduce speed 5s 
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11) Pairing additional remote controls  

Note: The two remote controls supplied are already paired with the turntable. 
If you want to pair additional remote controls, carry out the following steps before completing the 
Assembly:  

 
a) Open the control unit. 
b) Open the small white receiver box. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

c) Press the small button above the receiver until it lights up (see Illustration: Receiver). 
d) Then press any button on the remote control. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Illustration: Interior view of control unit 

 

Receiver box 

Illustration: Receiver 

 

Button on the receiver 
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e) The pairing process is now complete. 
 
Note: If you need to replace the receiver due to a malfunction or loss, reconnect the cables.  
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9. Description of the control unit 
 
 

 

 

 

 

 

 

 

 

 

9.1  Test 

After wiring, carry out the following test: 

1. Perform a test run to check that the system is installed correctly and functioning normally. 
2. Check that the device rotates forwards and backwards normally and that the running speed is 

stable. First set the device to manual operation, forwards and backwards, and experiment. Once it 
is operating normally, switch the electrical control box to remote control. Check that the device 
operates normally with the remote control. 

 

 
 

 

 

 

 

 

 

 

 

 

 

Description Function 

Emergency stop switch Switches off the system in an 
emergency. 

Control unit 1 Switch to manual or radio control. 

Main switch Switch on or off. 

Control unit 2 For manual control: move the 
turntable forwards and backwards. 

Note: The green elements light up for manual control, and the 
yellow elements light up for remote control with the remote 
control.  

FORWARD button 

BACK button 

Alternative button 

STOP button 

Illustration: Remote control 
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10. Troubleshooting 
Caution: Do not hesitate to contact the expert staff at TWIN BUSCH® GmbH if you are unable to rectify a fault 
yourself. We will be happy to help you solve your problem. In this case, please document the fault and send us 
pictures and a precise description of the fault so that we can identify and rectify the cause as quickly as possible. 

 

11. Maintenance 
Regular maintenance of your turntable will ensure long and safe use. How often you maintain your turntable 
depends on the environmental conditions, the degree of contamination and, of course, the stress and strain it is 
subjected to.  

 

11.1 Daily inspection and maintenance 

A daily inspection of safety-relevant components must be carried out before each start-up! This can save you a 
lot of time due to breakdowns, major damage or even injuries. 

- Check all connections and screw connections to ensure they are secure. 
- Check that the turntable is functioning properly in a test run (without a vehicle). 
- Clean heavily soiled elements. 

 

11.2 In commercial operation 

In commercial operation, it is recommended that regular inspections be carried out in accordance with  
DGUV V3. 
 

If you follow the above maintenance intervals and maintenance activities, your turntable will remain in good 
condition and damage and accidents will continue to be avoided. 

 
 
 
 
 
12. Behaviour in the event of an incident 
Simple errors may be the cause of turntable malfunctions.  
If the cause of the fault is not listed or cannot be found, please contact the expert TWIN BUSCH® GmbH team. 
 
Never attempt to repair the turntable yourself, especially not safety devices or electrical components. Work on 
electrical systems may only be carried out by a qualified electrician! 
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13. Appendix 

13.1 Packing list 

S/N Name Drawing Number 

Appendix 1, Packing list of the entire turntable 

1 Base center plate TWCTT-450-A1-B1 1 
2 Central turntable center plate TWCTT-450-A3-B1 1 
3 Rail segments  TWCTT-450-A2-B1 6 
4 Carrier part with electric motor TWCTT-450-A4-B1 4 
5 Carrier part without electric motor TWCTT-450-A4-B2 4 
6 Steel strip TWCTT-450-A2-B2 6 

Appendix 2 

1 Access ramp TWCTT-450-A10-B1 2 
2 Edge cover TWCTT-450-A10-B2 4 
3 Anchor bolt M12x120 18 

Parts in box 1 

1 Hexagon bolt M10*16 12 
2 Washer M10 12 
3 Spring washer M10 12 
4 Cross cap screw M4*10 2 
5 Washer M4 2 
6 Spring washer M4 2 
7 Cross cap screw M6*10 1 
8 Self-tapping self-drilling screw M5*16 208 
9 Hexagon bolt M12*30 16 

10 Washer M12 16 
11 Spring washer M12 16 
12 Hex nut M12 16 
13 Hexagon bolt M14*100 32 
14 Washer M14 32 
15 Spring washer M14 32 
16 Hex nut M14 32 
17 Anchor bolt M16*160 4 
18 Anchor bolt M12*120 36 

Parts in box 2 

1 Control box   1 
2 Slip ring connector   1 
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13.2 Dimensions of the turntable including ramps 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

13.3 Foundation requirements and working area 

Requirements for concrete:  

- Concrete C20/25 in accordance with DIN 1045-2 (previous designation: DIN 1045 Concrete B25). 
- The floor must be level and have a flatness of less than 5 mm. 
- Newly poured concrete must cure for at least 28 days. 

 

Foundation dimensions: 

 

 

 

 

 

Dead weight:  1479 kg turntable 
  Ca. 6161 kg ramps 
Load capacity:  3000 kg 
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Other requirements: 

  -  The surrounding ground must be suitable for the load, e.g. no sandy soil, etc. 
  -  Reinforcement in the concrete is not mandatory for the proper use of the turntable, but is recommended. 
  -  The turntable must NOT be installed on ceilings or floors with basements without prior authorisation. 
      If in doubt, the foundation should always be designed by a structural engineer; this is essential for 
      ceilings or floors with basements. 
  -  If using tiles, screed, insulation and underfloor heating, please consult our technical department. 

 
 

 
The following must be observed for floors exposed to frost: 
 
In the case of frost exposure, the floor must correspond to exposure class XF4, as dripping de-icing agent 
cannot be ruled out.  
This results in the following minimum requirements for concrete exposed to frost: 
 
Exposure class:    XF4 
Maximum w/c:    0.45 
Minimum compressive strength:  C30/37 
Minimum cement content:   340 kg/m³ 
Minimum air void content:   4.0 % 
Total foundation depth:   ≥ 80 cm (due to frost resistance) 
Remainder filled with gravel:  0/32 

Cable duct spacing according to local requirements 

X 
Ø 40 

50
 

9,6° 

minimum-Ø foundation 7000 

If necessary, connect the cable duct to to a drainage system 

Ø 4500 
Cable duct outlet 400 
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